SCHEDULE OF DIMENSIONAL REQUIREMENTS
ZONE R—20 DMR

REQUIRED,/ALLOWED PROVIDED
MINIMUM LOT AREA: 5 ACRES 14.89 ACRES
MINIMUM LOT FRONTAGE: 3007 7Tv2.57
MAXIMUM BUILDING HEIGHT: 40’ 337
MAXIMUM BUILDING COVERAGE: 25% 9.9%
*UNIT DENSITY: (5000 SF/UNIT) 86 86

*SEE ART. X.4.A.4.D REQUIRING SPECIAL DIMENSIONAL EXCEPTIONS BY THE COMMISSION

AFFORDABLE HOUSING UNITS (20%) — ART. X SEC. 8.K
TWO BEDROOM UNITS — 1200 SQ.FT. LIVABLE AREA OR LESS
UNITS IN 2—-FAMILY DWELLINGS — (¢]
MULTI FAMILY DWELLINGS 18 18

ACCESSIBLE HOUSING UNITS 4 MIN. 4
NOTE: THE DEVELOPER WILL COORDINATE WITH THE MANSFIELD HOUSING AUTHORITY AND OTHER STATE AND
AGENCIES THAT PROMOTE AFFORDABLE HOUSING OPPORTUNIES TO MARKET THE AFFORDABLE UNITS TO LOW
MODERATE INCOME FAMILIES.
UNIT DENSITY CALCULATION (ART.X A.5.B)
TOTAL SITE AREA = 14.89 ACRES (848,302 SQ.FT.)
AREA OF SLOPES > 15% = 1.97 ACRES (85,085 SQ.FT.)
AREA OF WETLANDS = 2.89 ACRES (125,828 SQ.FT.)
841,302 — 85,085 — 125,828 = 430,389 SQ.FT.
430,389 SQ.FT./5000SF/UNIT = 86.07 UNITS

PARKING—~MEADOWBROOK GARDENS—(ART X A.5.B)
PARKING REQUIRED (36 UNITS x 2 SPACES/UNIT) = 72
REGULAR PARKING SPACES PROVIDED — 73
HANDICAP PARKING SPACES PROVIDED — 4
TOTAL PARKING SPACES PROVIDED — 77
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SYMBOL DESCRIPTION

Am  ALLUVIAL LAND

JoC  JAFFREY GRAVELLY SANDY LOAM AND LOAMY SAND, 3 TO 15 PERCENT SLOPES
Lg  LEICESTER—RIDGEBURY-WHITMAN VERY STONY COMPLEX

MrA  MERRIMAC FINE SANDY LOAM, 0 TO 3 PERCENT SLOPES

~— SOILS DATA AS PER : “"SOIL SURVEY, TOLLAND COUNTY, CONNECTICUT,
UNITED STATES DEPARTMENT OF AGRICULTURE, SOIL
CONSERVATION SERVICE”
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MAP REFERENCE:

"PROPERTY SURVEY OF 91 & 93 MEADOWBROOK LANE MANSFIELD, CT PREPARED FOR
JACK YANG” SHEET NO. 1 OF 1 SCALE 1"=40" JANUARY 8, 2015 PROJECT NO. 14-079
PREPARED BY J DEMPSEY ASSOCIATES PROFESSIONAL LAND SURVEYORS 76 BRAINARD ST.

NEW LONDON, CT.

TEST HOLE DATA
OBSERVED BY GERRY HARDISTY, P.E. ON 12/30/15

TEST HOLE 1

0— 5" TOPSOIL

5-12" BROWN FINE SANDY LOAM

12-22" LT. BROWN FINE SAND W/3" BAND AT BOTTOM
22-36" YELLOW/BROWN MED SAND
J 36—-57" REDDISH COARSE SAND & GRAVEL

57-77" YELLOW/BROWN MED/COARSE SAND

VERY DISTINCT LAYERS

TEST HOLE 2
0-20" DARK BROWN FINE SANDY LOAM
© LR, FND. 20-44" TAN VERY FINE SILTY SAND
44-60" LAYERS OF FINE SAND & VERY FINE SAND
STRIPPED ORANGE AND GRAY
60-84" COARSE AND VERY COARSE SAND & GRAVEL
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THIS SURVEY AND MAP HAS BEEN PREPARED IN ACCORDANCE WITH SECTIONS

/ 20-300b~1 THRU 20~300b~20 OF THE REGULATIONS OF CONNECTICUT STATE
AGENCIES — "MINIMUM STANDARDS FOR SURVEYS AND MAPS IN THE STATE
OF CONMECTICUT™ AS ENDORSED B8Y THE CONNECTICUT ASSOCIATION OF
LAND SURVEYORS. INC. 1T IS AN IMPROVEMENT LOCATION MAP BASED ON

s A DEPENDENT RESURVEY CONFORMING TO HORIZONTAL ACCURACY CLASS

MODIFIED RIP—RAP

EMERGENCY SPLLway| '\ \
\ SHEET 5 OF 10

- - - - " ienoeD o Exveie birervnaion oF conrancr of non-coweuance |\l ENGINEERING & SURVEYING, LLC
~ - ~ - ~ . ~ — - .~ WITH APPLICABLE MUNICIPAL OR STATUTORY REQUIREMENTS. 7

TO THE BEST OF MY KNOWLEDGE AND BELIEF THIS MAP IS SUBSTANTIALLY
CORRECT AS NOTED HEREON.

132 CONANTVILLE ROAD
MANSFIELD CENTER, CT 06250
TEL (860)456-1357 FAX (860)456-1840

THE WETLAND SOILS ON THIS SITE WERE IDENTIFIED N THE FIELD

USING THE CRITERIA REQUIRED BY CONNECTICUT P.A. 72-155 AS

AMENDED BY CONN. P.A. 73-571, CONN. P.A. B7-338 AND P.A.

87-533. THE BOUNDARIES OF THESE SOILS AND OF IDENTIFIED

WATERCOURSES ARE ACCURATELY REPRESENTED ON THIS PLAN. EDWARD PELLETIER, L.S. #14203

f ) ; | ’ ANY ORIGINAL OR DUPLICATE OF THIS MAP IS NOT VALID UNLESS IT BEARS

! T S % ™, y THE EMBOSSED SEAL OF THE SURVEYOR WHOSE REGISTRATION NUMBER AND

17 = ’ - SIGNATURE APPEAR ABOVE. NO OTHER CERTIFICATION OR WARRANTY IS

SCALE : 1 20 EDWARD M. PAWLAK DATE EXPRESSED_OR_IMPLIED.
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SKLT SACS FOR YARD DRA\NS AND DRYWELLS
P SUFPLIES (W BUPSUPPIES.COK) OF

1.ROD FND.

X4 CONCRETE D GALLERIES.
BorTon Evevanon - 2335

SILT SACS FOR CATCH BASINS
TERRATX GEOSNTHETICS Wi

(WHHIERRATICEOCOM) OR EQUAL

|. GEMERAL EROSION AMD SEDIMENTATION CONTROL MNQTES

THIS CONSTRUCTION PLAN PROPOSES EROSION CONTROL MEASURES WHICH WKLL PERFORM ONE OR MORE OF THE FQLLOWING FUNCTIONS
MINIMIZATION OF SOIL EXPOSURE, CONTROL OF RUNOFF, SHIELDING OF THE lLS AND BIND\NG OF THE SOILS. PROPER EROSI
MANAGEMENT WiLL MINIMIZE THE ERDSION, BUT IT MUST BE UNDERSTOOD THAT ONLY "REASONMABLE™ EROSION CONTROL CAN 8 D(

THUS, EVEN WiTH THE BEST PLAN, SOME EROSION MUST 8E ANTICIPATED. SEDKMEN\'A'ION CONTROLS ARE THE SECONDARY LINE OF DEFENSE
ON THE CONSTRUCTION SITE.

WATER GENERATED SEDIMENT IS A SERIOUS PROBLEM WHEN NATURAL VEGETATION IS REMOVED OR ALTERED. FOR THIS REASON,
RECOMMENDATION FOR MINIMAL SITE DISTURBANCE TO THE EXISTING VEGETATION AND SOIL IS PROPOSED. MINIMAL SOIL EXPOSURE NOT ONLY
ENTAILS DEMARCATING SITE DISTURBANCE LIMITS, BUT ALSO INVOLVES THE STAGING OF GRADING AND SUBSEQUENT RE~VEGETATION OF
DISTURBED AREAS, SO THAT THE LEAST AMOUNT OF SOIL SURFACE IS EXPOSED AT ANY ONE TIME.

RUNOFF SHALL BE CONTROLLED BY THE INTERCEPTION, DIVERSION AND SAFE DISPOSAL OF PRECIPITATION. RUNOFF SHALL ALSO BE
CONTROLLED BY THE STAGING OF CONSTRUCTION ACTIVITY AND THE PRESERVATION OF NATURAL VEGETATION WHENEVER POSSIBLE.

BINDING OF SOIL PARTICLES TO MAKE THEM LESS SUSCEPTIBLE TO REMOVAL BY RAIN SPLASH OR RUNOFF USING NATURAL AND PHYS!CAL
"BINDERS™ (MULCH AND FABRICS) MAY BE REQUIRED AS DIRECTED BY THE ENGINEER.

TO PREVENT SEDIMENT FROM LEAVING THE SITE, TURBID SURFACE RUNOFF SHALL BE DNVERTED THROUGH "LEVEL SPREADER" DEVICES.
TEMPORARY LEVEL SPREADER DEVICES SHALL BE CREATED BY PLACING ENGINEERING FABRIC DOWN GRADIENT OF SOIL DISTURBING ACTMINES.
THUS FLOW WILL BE DISPERSED OVER A WIDE AREA AND FILTERED BY THE FABRIC. THE FENCE SHALL FOLLDW THE EXISTING CONTOURS WiTH
ENDS OF THE FENCE JURNED UPHILL TO PREVENT END CUTTING. FILTER FABRI(: USED AS SILT FENCE PLACED ON THE CONTOURS
SHOULD HAVE "WINGS™ AT INTERVALS OF NO GREATER THAN 100 FEET TO INTERRUPT FLOW PARALLEL To THE FENCE TECHNIQUES SUCH AS
"WINGED™ FABRIC SILT FENCE, CHECK DAMS, HAY BALES INSTALLED AND MAINTAINED AROUND ALL CATCH BASINS, FABRIC SILT FENCE/LEVEL
SPREADERS AND SEDIMENTATION PONDS MAY BE USED.

DUST CONTROL, IF DETERMINED TO BE REQUIRED DURING THE DALY INSPECTIONS. SHALL BE ACHIEVED BY THE APPLICATION OF ANIONIC OR
CATIONIC ASPHALT EMULSIONS, LATEX EMULSION, OR RESIN IN WATER. FOR APPLICATION RATES AND DILUTION REQUIREMENTS, REFER 10 THE
MANUFACTURER'S GUIDELINES. THE EXPOSED SOIL SURFACE SHOULD BE MOISTENED PERIODICALLY WITH ADEQUATE WATER TO CONIROL DUST,
BUT WATER SHALL NOT BE USED EXCLUSIVELY.

IN AN EFFORT 7O REDUCE YHE POTENUAI FOR TRACKING MUD OFF THE S(TE, COURSE STONE "TRACKING PADS" AND AN IMMEDIATE
CONSTRUCTION OF A GRAVEL SUB-BASE FOR ROADWAYS ARE RECOMMENDED. DIRT TRACKED ONTO EXISTING ROADWAYS SHALL BE REMOVED
BY SHOVEL AND G-BROOM AT THE END OF EACH DAY,

EXCAVATION THAT MUST BE DE-WATERED WILL BE PUMPED INTO AN ACTIVE DRAINAGE SYSTEM. BOTH THE INLET AND QUTLET OF THE PUMPS
AND

THE GI-WEEKLY EROSION AND SEDIMENTATION MONITORING REFORTS SHALL EE SUEMH‘TED
TO THE ZONING AGENT DURING THE TIME THE RDADWA‘IS ARE BEING CONSTRUCTED.

N THE EVENT OF CONFLICT BETWEEN THESE PLANS AND OTHER REGULATIONS, THE MORE STRINGENT SHALL APPLY.
1. CONSTRUCTION SEQUENCE AND DETAILD EROSION CONTROL MEASURES

THIS CONSTRUCTION PLAN PROPOSES EROSION CONTROL MEASURES WHICH WILL PERFORM ONE OR MORE OF THE FOLLOWING FUNCTIONS:
1. A REGISTERED LAND SURVEYOR SHALL FIELD STAKE LIMITS OF CLEARING AND LOCATION OF TEMPORARY SEDIMENTATION BASINS.

2. UPON COMPLETION OF THE FIELD STAKING, ALL VEGETATION, INCLUDING OVERHANGING TREE LIMBS SHALL BE CHIPPED AND SUCH CHIPS
SHALL BE STORED IN NON-GRADED AREAS FOR FUTURE USE AS EROSION BERMS ALONG SILT FENCING AND MULCH. EROSION AND SEDIMENT
MEASURES SHALL BE INSTALLED AS APPROPRIATE PRIOR TO ANY SHE DISTURBANCE.

3. TEMPORARY STORM WATER RETENTION BASINS SHALL BE CONSTRUCTED AND SIE RUNOFF DIRECTED TOWARD THE BASINS.

4. STUMPING CAN COMMENCE AND BE GROUND INTO CHIPS. CHIPS SHALL BE STOCK PILED IN NON-GRADED AREAS. ANTI-TRACKING PADS
SHALL BE INSTALLED PRIOR TO STRIPPING OF THE BALANCE OF THE SIE. THIS ANTI-TRACKING PADDING SHALL BE MAINTAINED AND REPLACED
AS NECESSARY.

5, TEMPORARY SEDIMENTATION BASINS SHALL BE CONSTRUCTED AS DEPICTED, AND MAINTAINED UNTIL STORM DRAINAGE STRUCTURES ALONG
WITH EROSION AND SEDIMENTATION CONTROLS, HAY BALES, CHECK DAMS, SHT SACKS AND LEVEL SPREADERS HAVE BEEN INSTALLED.

6. ROADWAYS AND PARKING AREAS SHALL BE ROUGH GRADED, DIRECTING STORM WATER RUNOFF TOWARD THE SEDIMENTATION BASINS.
EROSION AND SEDIMENTATION CONTROLS SHALL BE INSTALLED AND MAINTAINED UNTIL COMPLETION OF THE PROJECT AND SITE DISTURBANCE IS
ED.

7. INSTALLATION OF THE SEWER SYSTEM FROM THE EXISTING MANHOLE ON PHASE 1 AND THEN THE WATER MAIN FROM MEADOWBROOK LANE
TO THE EXISTING CONNECTION PROVIDED FOR IN PHASE 1. INDIMDUAL WATER SERVICES SHALL BE INSTALLED AS BUILDINGS ARE
CONSTRUCTED.

8, UNDERGROUND TELEPHOME, CABLE AND ELECTRIC SHALL BE INSTALLED, FOLLOWED BY THE PLACEMENT OF THE PROCESS GRAVEL BASE,
BITUMINOUS PAVEMENT AND BITUMINOUS CONCRETE LIP CURBING. THE SHOULDERS OF ROADWAYS AND PARKING AREAS SHALL BE FINE
GRADED, LOAMED AND SEEDED, AS SPECIFIED.

9. PERMANENT STORM WATER RECHARGE BASINS SHALL BE COMPLETED AND STABILIZED IMMEDIATELY, ALONG WITH THE RIP-RAP OVERFLOW
AREA SOUTH OF CATCH BASIN 7. ALL SILT SACKS SHALL BE MAINTAINED AND CHECKED AFTER EVERY STORM EVENT UNTIL THE SITE HAS
BEEN COMPLETELY STABILIZED.

BEFORE AND AFTER EACH STORM EVENT AND ONCE EVERY DAY, AL SEDIMENT AND EROSION CONTROLS WiLL BE INSPECTED BY THE ENGINEER
OR ENVIRONMENTAL SUPERVISOR. ANY CORRECTIVE MEASURES TO MITIGATE ENVIRONMENTAL CONCERNS WiLL GE ORDERED AT THAT TIME.
THERE WILL BE 150 FEET OF SILT FENCE WITH THE REQUIRED POSTS ON HAND FOR EMERGENCY STUATIONS.

IH. BUILDING SITE DEVELOPMENT

1. THE LIMTS OF DISTURBANCE SHALL BE ESTABLISHED iN THE FIELD FOR EACH PROPOSED BUILDING. THE MAXIMUM DISTURBANCE LIATS OF
24~30 FEET BEYOND THE PHYSICAL DIMENSIONS OF THE BUILDING AND RELATED APPURTENANCES IS RECOMMENDED.

2 TOPSG\L AND EchvATED SUBSOIL_FROM THE FOUNDATION AREA SHALL BE STOCKPILED WITH THE AREA OF DISTURBANCE IF NOT USED FOR
THE RE-GRADING. EACH STOCKPILE SHALL BE ADEQUATELY RINGED ON THE DOWN GRADIENT SIDE YATH SEDIMENT CONTROL
MATER\ALS MENTIONED PREV\DUSL

3. ANY ADDITIONAL STOCKPILING OF LUMBER AND OTHER BUILDING MATERIALS SHALL ALSO BE CONFINED TO THE AREA OF DISTURBANCE.
VEHICULAR MOVEMENT SHALL BE DIRECTED TO ESTABUSHED PARKING AREAS.

4. ONCE THE PROPOSED BUILDING IS ENCLOSED. ALL EFFORTS SHALL BE MADE TO COMPLETE ON SITE IMPROVEMENTS, SUCH AS WATER
SERVICE. SEWER LATERALS, RQOF LEADER DRAINS, ETC. THEREAFTER, AREA AROUND THE SURDING SHALL BE FINE GRADED AND HMULCHED.

V. SEEDING AND PLANTING:

! SEED BED PREPARATION: FINE GRADE AND RAKE SOIL SURFACE 10 Rs«ovz STONES LARGER THAM 2 INCHES IN DIAMETER FROM LAWN

IRE FEET. FERTILIZE WITH 10-10-10 AT A
YE F 300 L8S, PER ACRE CR 7.5 LBS. PER 1000 SQUARE FEET VIORK UME AND FERﬂLIZER INTO SOIL UNIFORMLY TO A DEPTH OF 4

INCHES ‘MTH A WHISK, SPRING-TOOTH HARROW OR OTHER SUITABLE EGUIPMENT FOLLOWING THE CONTOUR LINES.

2. SEED APPLICATION: APPLY GRASS SEED MIXTURE BY HAND, CYCLONE SEEDER OR MYDROSEED. INCREASE SEED MIXTURE BY 10% IF
HYDROSEEDING. LIGHTLY DRAG OR TOLL THE SEEDED SURFACE TO COVER SEED. SEED SHALL CONSIST OF A MIXTURE OF KENTUCKY
BLUEGRASS (0.45L85/1000 SF), CREEPING RED FESCUE (0.45 LBS/1000 SF), AND PERENNIAL RYE GRASS (0.10 LBS/1000 SF). SEEDING OF
PERMANENT GRASS SEED SHALL BE DONE SETWEEN APRIL 15 AND JUNE 15, OR SEPTEMBER 1 THROUGH OCTOBER 15 IN THE EVENT THAT
SEEDING CANNOT BE COMPLETED DURING THE ABOVE DATES, A TEMPORARY GRASS SEED CONSISTING OF 1.0 LBS/1000 SF OF ANNUAL RYE
GRASS SHALL BE APFLIED. MOISTURE CONDITIONS SHALL BE SUPPLEMENTED FOR TEMPORARY SEEDING BETWEEN JUNE 16 AND AUGUST 31.

3. MULCHING: IMMEDIATELY FOLLOW!NG SEEDING, MULCH THE SEEDED SURFACE WITH STRAW OR HAY AT A RATE OF 1.5 TO 2 TONS PER ACRE
WHERE SLOPES EXCEED 1 RCENT. SPREAD MULCH BY HAND OR MULCH BLOWER. PUNCH MULCH INTO SOIL SURFACE WITH TRACK
MACHINE OR DISH HARRO\‘I sr:r STRAIGHT UP. MULCH MATERIAL SHOULD BE SET INTO SOIL SURFACE APPROXIMATELY EVERY 2-3 INGHES.

V. PLAN IMPLEMENTATION

PRIOR TO THE START OF CONSTRUCTION, THERE SHALL BE A PRE~CONSTRUCTION MEETING WITH THE TOWN ZONING AGENT, THE TOWN
WETLANDS AGENT, THE SITE CONTRACTOR AND THE CONTRACTOR'S PROFESSIONAL SOIL EROSION AND SEDIMENT CONTROL SPECIALIST 10
DISCUSS THE PLAN, INSPECTION PROCEDURES AND REPORT REQUIREMENTS.

REGULAR INSPECTION OF THE SITE SMALL BF PERFORMED TO ENSURE COMPLIANCE WITH THIS SEDIMENT AND EROSION CONTROL PLAN, AND A

SEDIMENT AND EROSION MONIFORING REPORT MAY BE REQUIRED BY THE TOWN OF MANSFIELD ZONING AGENT AND INLAND WETLAND AGENT AS

DEEMED NECESSARY.

DURING CONSTRUCTION IT SHALL BE THE RESPONSIBILTY OF ROBERT MAGI (TEL. NO. (203) 602~ 5272) TO ENSURE THE IMPLEMENTATION OF

THIS SEDIMENT Y- EROS’ON co L PLAN. THIS RESPONSiEILITV !NDLUDES INSTALLATION AND MAINTENANCE OF CONTROL MEAS!

|wams ALL \GED DN THE SITE OF THE OBJEC F THE PLAN, NOTIFYING THE WETLAMD AGENT OR HKS DESIGNATE OF ANY
RANSFER OF m\s RESPONSIB(UTY AND FOR CONVEYING A COPY OF THE SEDIMENT & EROSION CONTROL PLAN IF AND WHEN SUCH TRANSFER

IS APPROPRIATE. ANY MATERIAL REMOVED FROM SITE AND DEPOSITED IN MANSFIELD MUST BE IN FULL COMPUANCE YiTH APPLICABLE ZONING

AND INLAND WETLAND REQUIREMENTS.
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PROPOSED ANTI-TRACKING
PAD (SEE DETALL)

EMERGENCY SPILLWAY|
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Vi. STORM WATER MANAGEMENT PLAN

ONCE CONSTRUCTION S COMPLETE AND LAWNS AND DISTURBED AREAS FULLY STABILIZED, SOIL EROSION AND SEDIMENT
CONTROL MEASURES SUCH AS SILT FENCE AND HAY BALES MAY/SHALL BE REMOVED AT WHICH TIME THIS STORMWATER
MANAGEMENT PLAN SHALL BE IMPLEMENTED.

CATCH BASINS AND LAWN DRAINS SHALL BE FITTED WITH "SILT SACS”™ OR EQUIVALENT GEOSYNTHETIC FILTER FABRICS 10
PREVENT SILTATION OR CLOGGING OF CATCH BASIN SUMPS AND DRYWELLS. SUCH FILTERS SHALL BE INSPECTED REGULARLY
{SUCH AS AT TIMES DF LAWN MOWING) AND EMPTIED AND OR REPLACED AS NECESSARY. INFILTRATION BASINS SHALL BE
MAINTAINED AS LAWNS, MOWED REGULARLY AND KEPT FREE OF TREES, BRUSH OR BRAMBLES.

BOTH FHTER FABRIC SYSTEMS AND INFILTRATION AREAS BEAR CLOSE MONITORING ESPECIALLY IMMEDIATELY AFTER
MPLEMENTATION. MAINTENANCE AND INSPECTION INTERVALS SHOULD BE ADJUSTED AS NECESSARY BASED ON INSPECTION
RESULTS, AND A LOG OF INSPECTION DATES AND RESULTS SHOULD BE MAINTAINED.

EDWARD PELLETIER, L.S. §14203
ANTICIPATED START DATE: JUNE, 2016  COMPLETION DATE: JANUARY, 2017

47 MIN. CONN. D.0.T.
2" CRUSHED STON

CRUSHED STONE

ANTI-TRACKING PAD DETAIL

NOT TO SCALE

APPROVED BY THE TOWN OF MANSFIELD INLAND WETLAND AGENCY

CHAIRMAN DATE
APPROVED BY THE MANSFIELD PLANNING AND ZONING COMMISSION

CHAIRMAN DATE
APPROVED BY THE DIRECTOR OF HEALTH

DIRECTOR DATE

HAY BALE INSTALLATION

APPROVED BY THE BIRECTOR OF PUBLIC WORKS

AT _CATCH BASIN

N0 SCALE

DIRECTOR DATE

FILTER FABRIC
ATTACHED TO POSTS

WOOD CHIPS

EXCAVATE 8" x 6"
TRENCH & BACKFILL
TO COVER FILTER FABRIC

POSTS APPROXIMATELY
B8.5" ON--CENTER

SILT _FENCE DETAIL

PROPERTY LINE —
EXISTING TREE LINE
2 CONTOUR INTERVAL - — S

-
10' CONTOUR INTERVAL — S~ -
PROPOSED CONTOUR 350

242.91
EXISTING SPOT GRADE X
PROPOSED SPOT GRADE 5553
WETLAND SOIL LIMITS Y v v v
BUILDING LINE TR e

PROPOSED CATCH BASIN
STORM DRAINAGE PIPE (15" HDPE)

PROPOSED DRY WELL

PROPOSED BITUMINOUS CURBING
PROPOSED SILT FENCE

LINMITS OF DISTURBANCE

EROSION, SEDIMENTATION & MAINTENANCE PLAN

PREPARED FOR

UNIGLOBE INVESTMENT LLC

91 & 93 MEADOWBROOK LANE

MANSFIELD CENTER, CONNECTICUT
' DATE: JANUARY 8, 2016

SCALE: 1" = 30
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A ENGINEERING & SURVEYING, LLC

132 CONANTVILLE ROAD
MANSFIELD CENTER, CT 06250
TEL (860)456-1357 FAX (860)456-1840
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NO SCALE
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NOTE: 1
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APPROVED BY THE TOWN OF MANSFIELD INLAND WETLAND AGENCY

PLACE HAYBALE OR SILT FENCE AT

D\V\/‘ DOWNGRADE LIMIT OF STOCKPILE.

STOCKPILE EROSION PROTECTION DETAIL

NOT TO SCALE

DETAIL SHEET

PREPARED FOR

UNIGLOBE INVESTMENT LLC

91 & 93 MEADOWBROOK LANE
MANSFIELD CENTER, CONNECTICUT
SCALE: AS NOTED DATE: JANUARY 8, 2016

CHAIRMAN DATE

APPROVED BY THE MANSFIELD PLANNING AND ZONING COMMISSION

SHEET 7 OF 10

A ENGINEERING & SURVEYING, LLC

132 CONANTVILLE ROAD

MANSFIELD CENTER, CT 06250
TEL (860)456-1357 FAX (860)456-1840

CHAIRMAN DATE
APPROVED BY THE DIRECTOR OF HEALTH

DIRECTOR DATE.
APPROVED BY THE DIRECTOR OF PUBLIC WORKS
DIRECTOR DATE

CHECKED BY: CORRECTIONS BY:
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PRE~CAST FRAME & COVER
/ (CONN. STANDARD TYPE 'C')

3-5/8 127 '~ B-3/4% 12"
— - - A J—2-13/16"
— f12" g ) E——
3-13/1 .
R CLASS "A’ CONC.
20" Lo 0R cone. BLOCK

67 SCH-40 PVC \

15" HDPE

VARIABLE

4 sump

R

_% P S 8"
474"
CLASS A’ CONC. OR

PRE-CAST UNIT

CONN. STATE STANDARD
CATCH_BASIN

NO SCALE

1-1/2" BITUMINOUS CONCRETE PAVEMENT (CLASS 1)
1-1/2" BITUMINOUS CONCRETE PAVEMENT (CLASS 1)

SLOPE _TO DRAIN AS SHOWN ON PLANS (1% MIN.)

SANITARY MANHOLE SCHEDULE
INVERT.

NUMBER | TOP_FRAME

PAVA:
: A o+ 4 PRoCESS AGGREGATE BASE - Lt e il
A e Lo e e e
RS D L R e 1
)
oaC 8" SELECT CLEAN BANK—RUN GRAVEL 50
:)oOg 068
e o o 0 0o 8 O%g
0258800000 PSR 0B D RPEGEELEEPES 00 0 0 SESERE
NN ST ST

PAVEMENT DETAIL

NOT TO SCALE

FINISH GRADE
OR ROADWAY

MANHOLE FRAME
AND COVER

SMH 10A 240.8 232.00

SMH 108 2438 235.14

SMH 10C| 2457 | 236.98 BRICK AT TOP
SEWER LINE AT EXISTING SMH 10 OF MANHOLE
FROM SMH 10A WILL BE A DROP MIN. 1 COURSE
INLET AT ELEVATION 228.2 8" MAX. 12"

ECCENTRIC CONE

ALUM. MANHOLE STEPS ~— 17"

TO BE CAST IN PLACE g4 TOR4
. E - RUBBER "0" RING GASKET
Ky AT AT JOINT (TYP. ALL WALLS).
UL e ave) [ MORTAR ALL JOINTS

STD. MANHOLE INVERT é ] PRE-CAST MANHOLE SECTS.

T0 BE CONSTRUCTED &—0"MIN. DIA. (ASTM SPEC. C-478-63T)

IN LENGTHS AS REQ'D. TO
MEET FINISH GRADE.

8" MIN. CLASS "A" CONC.

ALL AROUND PIPE

@ RUBBER RING WATER
STOP TO BE USED

[

2/3 DIA.

——6" MIN. REINF.

ﬁ AS.T.M. SPECS.

WITH P.V.C. PIPE.

PRECAST MANHOLE DETAIL

NOT TO SCALE

1. MANHOLE SHALL BE WATERTIGHT. iN LIEU OF PARGING, TWO COATS OF
BITUMINOUS WATERPROOFING MAY BE BRUSHED ON OR SPRAYED ON.
INERTOL, TREMCO OR APPROVED EQUAL MAY BE USED TO OBTAIN
DESIRED RESULTS. DO NOT BACKFILL UNTIL LAST COAT IS DRY.

Ear

5'a”
CONN. TYPE "C’ 10P SHOWN
USE TYPE "C-L° TOP FOR
LAWN AREA BASINS.

PRE_CAST FRAME & COVER
{CONN. STANDARD TYPE 'C")

CATCH BASIN SCHEDULE

PRE~CAST FRAME

CONCRETE BLOCK RISER

/— FILTER FABRIC

|——PRECAST GALLEY

f—2-13/16"

CLASS "A" CONC.
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1" STONE

48" 12"
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I~ PRE~CAST UNIT
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HO SCALE
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\ BITUMINOUS CONCRETE
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CURB DETAIL

NO SCALE

FINISH GRADE
OR ROADWAY

MANHOLE_FRAME
/ AND COVER

1'~6"MIN. e —r—————BRICK AT TOP

2 0"MAX. OF MANHOLE
MIN. 1 COURSE
MAX. 127

ALUM. MANHOLE STEPS
TO BE CAST IN PLACE

Y=~ ECCENTRIC CONE

| —— RUBBER "0” RING GASKET

MORTAR ALL JOINTS

(ASTM SPEC. C~478-63T)
IN LENGTHS AS REQ'D. TO

CONNECT TO RISER SECTIONS
WITH STAINLESS STEEL STRAPS
AT 2° 0.C.

. MEET FINISH GRADE.
. STD. MANHOLE INVERT
L—""" 70 BE CONSTRUCTED

|
. ¥

6" MIN. REINF.

= ? ASTM. SPECS.

PRECAST DROP MANHOLE DETAIL

NOT TO SCALE

AT JOINT (TYP. ALL WALLS).

B PRE~CAST MANHOLE SECTS.

NO SCALE

DRY WELL/YARD DRAIN SCHEDULE

PRECAST DRYWELL/YARD DRAIN

APPROVED BY THE TOWN OF MANSFIELD INLAND WETLAND AGENCY

CHAIRMAN DATE

APPROVED BY THE MANSFIELD PLANNING AND ZONING COMMISSION

CHAIRMAN DATE

APPROVED BY THE DIRECTOR OF HEALTH

DIRECTOR DATE

APPROVED BY THE DIRECTOR OF PUBLIC WORKS

DIRECTOR DATE

NO SCALE

DETAIL SHEET

PREPARED FOR

NUMBER | SIZE TOP FRAME | BOTTOM ELEV. | INVERT
Dw 1 6'Dx4’H 242.8 237.6 -
DW 2 8'Dxd’H 242.1 236.9
DW 3 B'Dx8'H 242.8 2354 -
ow 4 6'Dx4’H 2421 236.9 -
oW 5 B'Dx4’H 248.0 240.8 -
DW 6 B8'Dx4’H 2448 239.6 -
ow 7 B8'Dxd’H 244.0 238.8 -
ow 8 8'Dx4’H 242.8 237.6 —_
Dw 9 B'Dx6'H 239.0 230.1 235.64
DW 10 | 8'Dx6'H 238.0 231.6 23714
bw 11 £'Dx6'H 239.5 231.6 23714
DW 12 | 6'Dx6’H 240.0 2311 236.64
DW 13 | 8'Dx6’H 240.0 2311 236.64
DW 14 | 8'DxB'H 240.5 2301 235.64
DW 15 | 6'Dx4'H 2423 237.1 -
DW 16 | 6'Dx4’H 241.8 236.4 -
DW 17 | 8'Dx4'H 242.0 236.8 -
DW 18 | 6'Dx4’H 2473 2421 -
YD 1 B8'Dx6'H 237.8 230.4 236.20
Yo 2 8'Dx8’H 2425 235.4 238.86
PRE~CAST FRAME & GRATE
CONCRETE BLOCK RISER
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UNIGLOBE INVESTMENT LLC

91 & 93 MEADOWBROOK LANE

MANSFIELD CENTER, CONNECTICUT
SCALE: AS NOTED DATE: JANUARY 8, 2016
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PREPARED FOR
Al
ARTISAN DEVEILOPMENT, LLC
91 & 93 MEADOWBROOK LANE
APPROVED BY THE TOWN OF MANSFIELD INLAND WETLAND AGENCY MANSFIELD CENTER’ CONNECTICUT
SCALE: 1" = 20/ DATE: OCTOBER 12, 2015
CRAIRVAR DATE
APPROVED BY THE MANSFIELD PLANNING AND ZONING COMMISSION D SHEET 9 OF 10
CHAIRMAN DATE A ENGINEERING & SURVEYING, LLC
APPROVED BY THE DIRECTOR OF HEALTH :’ g
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AVV40-20 SERIES
FIXTURE T0 BE INSTALLED
WITH FULL~CUT OFF SHEILDS
AND METAL HALIDE BULBS.

Tt T Fa B

ISOFOOTCANDLE PLOT OF 400W PSMH
AERODOME LIGHT AT 25 HOUNTING HEIGHT
(PLaH VIEW)

SITE LIGHTING

NOT TO SCALE

LOOSELY ATTACH 2 STRAND
TWISTED |2 GAUGE GAL.

WIRE ENCASED IN 1* DIAM.
RUBBER HOSE

TOP OF BALL

HARDWOOD STAKES

1-3 STAKES 2° X 2" DRIVEN
{MIN. ]8%) FIRMLY INOT
SUBGRADE PRIOR TO
BACKFILLING HOLE

AROUND HOLE
2442

BALL

TREE PLANTING WITH STAKING

PLANTING DETAILS - NOT TO SCALE

FORM 3* HIGH SAUCER

PREPARE HOLE TO

BE 6-8" WIDER THAN

SIT BALL ON UNEXCAVATED EARTH
SCARIFY SIDES OF HOLE

SET HEIGHT OF BALL TO BE SUGHTLY
HIGHER THAN FINISH GRADE

UNDO BURLAFP AND STRING FROM

BACKFILL WITH SOIL TAKEN FROM HOLE
DO NOT ADD MULCHES, FERTILIZER OR LIME
TO BACKFILL SOIL

L

3° DEEP MULCH
KEEP AWAY FROM CROWN

SHRUB PLANTING

PLANTING SCHEDULE

Symbol Code  Name/ Scientific Name Size Quontity
ACER RUBRUM ‘COLUMNARE’/ COLUMNAR RED MAPLE 2 1/2* - 3" CAL. 6
AMELANCHIER CANADENSIS/ SHADBLOW 6~ 7 4
CORNUS ALTERNIFOLIA/ PAGODA DOGWOOD 2 1/2° - 3" CAL. 4
OSTRYA VIRGINICA/ HOPHORNBEAM ‘2 1/2" - 3" CAL. 6
PYRUS CALLERYANA ‘CHANTICLEER’/ FLOWERING PEAR 2 1/2" - 3" CAL. 6
SYRINGA RETICULATA/ JAPANESE TREE LILAC 2 1/2° - 3" CAL. 2
ULMUS AMERICANA ‘NEW HARMONY’/ NEW HARMONY ELM 2 1/27 - 3" CAL, 10
JUNIPERUS VIRGINIANA/ RED CEDAR 6 - 7 4p
PICEA PUNGENS/ COLORADO SPRUCE 6 -7 16
PINUS STROBUS/ WHITE PINE 6 -7 13
HYDRANGEA MACROPHYLLA ‘NIKKD BLUE’/BIGLEAF HYDRANGEA 18 - 21" 2
HYDRANGEA PANICULATA ‘LIMELIGHT’/LIMELIGHT HYDRANGEA 18 - 21 9
ILEX VERTICILLATA/ WINTERBERRY 18 - 21 E)
JUNTPERUS CHIN. PFITZ. COMPACTUM/ COMPACT PFITZER JUNIPER 18 - a7 37
KALMIA LATIFOLIA/ LAUREL 18 - 21 i1
MYRICA PENNSYLVANICUM/ BAYBERRY 8 - 217 7
ROSA "KNOCKOUT”/ KNOCKOUT SHRUB ROSE 6 - o 55
ROSA RUGOSA/ RUGDSA ROSE 18 - 21 23
SPIRAEA BUMALDA 'ANTHONY WATERER'/ SPIREA 18 - 217 4
PENNISETUM ALOPECUROIDES/ FOUNTAIN GRASS 2 GAaL. 32
SEDUM ‘BRILLIANT’/ SEDUM 1 GAL. 26
PANICUM “RUBY RIBBONS/ SWITCHGRASS PLUGS 255

E

HANIDCAPPED
PARKING

RMIT’

PEl
REQUIRED
VIOLATORS wiLL

BE_FINED

127 % 187 08D ALUMIUM STARDARD HANCAP
PARKING SIGN. BOLT 10 %OOD POST WiTH 3/6"
Uk PLATED BOLTS, HUTS & WASHERS.

ACCESSIBLE PARKING SIGN

KOT 10 SCALE.

HANDICAP_SIGN AND
VAN ACCESSIBLE SIGN

’/-4 % 4 PRESSURE TREATED POST

o

4" BLUE_STRIPES AT 45
AND 2 FEET ON CENTER.

3e"

Pp ] el | o

===
SIEIE

i
1

Im
Im
M

T

I

=L

e

el

VAN ACCESSIBLE HANDICAP

PARKING SPACE DETAIL

ACCESSIBLE PARKING SIGN

NOT 70 SCALE

CONCRETE PAVERS

/COURSE AGGREGATE / 2387 X 4" X &

L

6 —8" COARSE AGGREGATE

UBCRADE.

PLASTIC EDGE RESTRAINT

I~ 1.1/2" — 2" COURSE SAND SETTING BED

BRICK WALKWAY DETAIL

NOT TO SCALE

APPROVED BY THE TOWN OF MANSFIELD INLAND WETLAND AGENCY

CHAIRMAN

DATE

APPROVED BY THE MANSFIELD PLANNING AND ZONING COMMISSION

CHAIRMAN

DATE

APPROVED BY THE DIRECTOR OF HEALTH

DIRECTOR

DATE

APPROVED BY THE DIRECTOR OF PUBLIC WORKS

DIRECTOR

DATE

STANDING-SEAM COPPER
""" Roor

\u, GREEN MILLWORK
TRIM

MEADOWBROOK DOWNWARD LIGHTING UNDER
GARDENS T i:)cizhssoaoeﬂso

SR cheen o
TRIMS
93 MEADOWBROOK LANE :
[ ] | st
L

STONE MASNOARY
GREY BASE WTH
BLUESTONE CAPS

% BT

IDENTITY SIGN DETAIL

NO SCALE

POLYVINYL CHLORIDE_ CONDUIT
SCHEDULE 40 OR 80
& e
A A

BOLTED CONNECTION

.0€

STOPR

SR st
STOP_SIGN DETAIL Bl R0

WOT 10 SCAL
LIGHILY COMPACTED FILL.

SUB-BASE

SECTION A-A

SIGN POST DETAIL

0 SOHE

LANDSCAPE—LIGHTING—SIGN DETAILS

PREPARED FOR

ARTISAN DEVELOPMENT, LLC

91 & 93 MEADOWBROOK LANE

MANSFIELD CENTER, CONNECTICUT
SCALE: AS NOTED DATE: JANUARY 8, 2016
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